I NVI TATION TO BID NO  10- X-2213995
STATE OF ALABANA

DEPTARTMVENT OF FI NANCE REQ ACENCY 1999999
Dl VI SI ON OF PURCHASI NG PURCHASI NG DI VI SI ON
AGENCY REQ. NO. :

T- NUMBER : TA180
DATE | SSUED : 05/27/10
I NVI TATION TO BI D VENDOR NO. :
VENDOR PHONE NO. :
SNAP REQ. NO. : 1431674
BUYER NAME : JENNI FER LORETZ
FOR: UNI FORMB - OFFI CERS BUYER PHONE NO. : (334) 242-7370-
PURCHASI NG PHONE NO (334) 242-7250

Bl D MUST BE RECEI VED BEFORE:
DATE: 06/21/10 TIME: 5:00 PM

BIDS WLL BE PUBLICLY OPENED:
DATE: 06/22/10 TIME: 10:00 AM

TO BE COVMPLETED BY VENDOR

I NFORVATI ON | N THI' S SECTI ON SHOULD BE PROVI DED, AS APPROPRI ATE. Bl D RESPONSE
MUST BE IN I NK OR TYPED WTH ORI G NAL SI GNATURE AND NOTARI ZATI ON.

1. DELIVERY: CAN BE MADE DAYSOR WEEKS AFTER RECEI PT OF ORDER
2. TERMVE: (DI SCOUNTS ARE TAKEN W THOUT REGARD TO DATE OF PAYMENT.)
3. PRICE VALID FOR ACCEPTANCE WTHIN DAYS.

4. VENDOR ATI ON REFERENCE NUVBER, | F ANY:

(TH'S NUMBER W LL APPEAR ON THE PURCHASE ORDER)
5. E-MAI L ADDRESS:

| NTERNET WEBSI TE:
6. GENERAL CONTRACTCOR' S LI CENSE NO

TYPE OF G C. LI CENSE:

*axxk | NPORTANT NOTE; * %%

BI DDERS MUST COMPLY W TH ALL "BI D RESPONSE | NSTRUCTI ONS" ON PAGE 2, TO I NCLUDE
ITEM 7 - OCOPY REQUI REMENT.

RETURN | NVI TATI ON TO BI D:

US MAIL COURI ER

STATE OF ALABANA
DEPARTMENT OF FI NANCE

DI VI SI ON OF PURCHASI NG

P O BOX 302620
MONTGOMVERY, AL 36130-2620

STATE OF ALABANA

DI VI SI ON OF PURCHASI NG

RSA UNI ON BUI LDI NG

100 N. UNTON ST., SUTE 192
MONTGOMERY, AL 36104

S| GNATURE AND NOTARI ZATI ON REQUI RED
| HAVE READ THE ENTIRE Bl D AND AGREE TO FURNI SH EACH | TEM OFFERED AT THE PRI CE QUOTED.
| HERBY AFFI RM | HAVE NOT BEEN I N ANY AGREEMENT OR COLLUSI ON AMONG BI DDERS | N
RESTRAI NT OF FREEDOM OF COWPETI TI ON BY AGREEMENT TO BID AT A FI XED PRICE OR TO
REFRAI N FROM BI DDI NG

SWORN TO AND

FETN OR SSN AUTHORI ZED ST GNATURE (T NK)
SUBSCRI BED BEFORE ME THI S
COVPANY NANE TYPE/ PRI NT AUTHORT ZED NAVE
_ DAY OF
VAT L ADDRESS TITLE
NOTARY PUBLTC OTY, STATE, ZTP TOLL FREE NUVBER

TERM EXP:

PHONE TNCLUDI NG AREA CODE FAX NUVBER



STANDARD TERMS & CONDI Tl ONS VENDOR NAME
VENDOR NUMBER:

| TB NO. : o 10-X- 22139-95 PAGE 2
I NVI TATION TO BI D OPEN DATE : 06/22/10 TIME 10:00 AM
T- NUMBER

TA180
RETURN DATE: 06/21/10 TIME 5:00 PM

AUTHORI TY:
THE DEPARTMENT OF FI NANCE CODE OF ADM NI STRATI VE PROCEDURE, CHAPTER 355-4-1 EFFECTI VE
DECEMBER 20, 2001 IS | NCORPCRATED BY REFERENCE AND MADE A PART CF T HI S DOCUMENT. TO RECEI VE A
COPY CALL (334)242-7250, OR OUR WEBSI TE WAV PURCHASI NG. ALABANVA. GOV .

| NFORVATI ON AND ASSI STANCE TO M NORI TY AND WOMVEN- OANED BUSI NESSES | N ACQUI Rl NG M WBE CERTI FI CATI ON MAY
BE OBTAI NED FROM THE OFFI CE OF M NORI TY BUSI NESS ENTERPRI SE, 1-800-447-4191.

BI D (1 TB) RESPONSE | NSTRUCTI ONS REV: 01/ 14/10
1. TO SUBM T A RESPONSI VE BI D, READ THESE | NSTRUCTI ONS, ALL TERMS, CONDI TI ONS AND SPECI FI CATI ONS.

2. Bl D ENVELOPES/ PACKAGES/ BOXES MUST BE | DENTI FI ED ON FRONT, PREFERABLY LONER LEFT CORNER AND BE
VI S| BLE WTH THE BI D NUVMBER AND OPENI NG DATE. EACH | NDI VI DUAL BI D (I DENTI FI ED BY A UNI QUE BI D
NUMBER) MUST BE SUBM TTED | N A SEPARATE ENVELOPE. RESPONSES TO MULTI PLE Bl D NUMBERS SUBM TTED I N
THE SAME ENVELOPE/ COURI ER PACKACGE, THAT ARE NOT | N SEPARATE ENVELOPES PROPERLY | DENTI FI ED, W LL
BE REJECTED. THE DI VI SION OF PURCHASI NG DOES NOT ASSUME RESPONSI Bl LI TY FOR LATE BI DS FOR ANY
REASON | NCLUDI NG THOSE DUE TO POSTAL, OR COURI ER SERVI CE. Bl D RESPONSES MJST BE I N THE DI VI SI ON
OF PURCHASI NG OFFI CE PRIOR TO THE "RECEI VE DATE AND TI ME' | NDI CATED ON THE BI D.

3. BID RESPONSES (PAGE 1, PRI CE SHEET AND ADDENDUMS (WHEN SI GNATURE | S RE I RE ? MJST BE I N I NK OR
TYPED ON TH S IVENT.  OR EXACT FORMAT W TH SI GNATURES BEI NG HANDVRI G NALS I N I NK
(PERSON_SI GNI NG BI D, NOTARY, AND NOTARY EXPI RATI , OR THE BID WLL BE REJ ECTED. UNLESS | NDI CATED
IN THE BID, ALL PRI CE PAGES MJUST BE COVPLETED AND RETURNED. | F AN ITEM IS NOT BEI NG BI D, | DENTIFY
IT AS NB (NOBID). PAGES SHOULD BE SECURED. THE DI VI SI ON OF PURCHASI NG DOES NOT ASSUME
RESPONSI Bl LI TY FOR M SSI NG PAGES. FAXED BI D RESPONSES W LL NOT BE ACCEPTED.

4. THE UNIT PRI CE ALWAYS GOVERNS REGARDLESS OF THE EXTENDED AMOUNT. A UNIT PRI CE CHANGE ON A LI NE
MUST BE | NI TI ALED BY THE PERSON SI GNING THE BI D, OR THAT LINE WLL BE REJECTED. THI S | NCLUDES A
CROSS- QUT, STRI KE- OVER, | NK- OVER, WH TE- QUT, ERASURE, OR ANY OTHER METHOD CHANG NG THE PRI CE.

5. A "NO BID' MUST BE RETURNED TO REMAI N ON A CLASS/ SUBCLASS. RETURN PAGE 1 OR NOTI FI CATI ON PAGE
MARKED "NO-BID'. I DENTIFY IT ON THE ENVELOPE AS A "NO-BID'. FAILING TO RESPOND TO 3 ITB'S WTHI N
THE SAME CLASS/ SUBCLASS W LL AUTOVATI CALLY PURGE THE VENDOR FROM THAT CLASS/ SUBCLASS. RESPONDI NG
WTH 6 "NO BIDS" WTH N THE SAME CLASS/ SUBCLASS W LL AUTOVATI CALLY PURCE THE VENDOR FROM THAT CLASS/
SUBCLASS. A "NO BID' RECEI VED LATE |'S CONSI DERED A NO RESPONSE.

6. THE DI VISION OF PURCHASI NG | S NOT RESPONSI BLE FOR M SI NTERPRETATI ON OF DATA FAXED FROM THI S OFFI CE.

7. THE DI VI SION OF PURCHASI NG REQUI RES AN ORI G NAL AND A M Nl MUM OF ONE COVWPLETE EXACT COPY (TO | NCLUDE
SI GNATURE AND NOTARY) OF THE | NVI TATI ON-TO-BI D RESPONSE. THE ORI GI NAL_AND THE CCOPY SHOULD BE
SUBM TTED TOGETHER AS A BI D PACKAGE. FAI LURE TO MARK RESPONSES AS "ORI G NAL" AND/ OR " COPY" COULD
RESULT I N THE ENTI RE Bl D RESPONSE BEI NG REJECTED.

8. AN | MPROPERLY SUBM TTED BI D, LATE BID, OR BID THAT IS CANCELLED ON OR BEFORE THE OPEN NG DATE W LL
BE HELD FOR 90 DAYS AND THEN DESTROYED. THE BI D MUST BE RETRI EVED DURI NG REGULAR WORK HOURS,
MONDAY - FRI DAY, EXCEPT STATE HOLI DAYS. AFTER THE BI D |'S DESTROYED, THE DI VI SION OF PURCHASI NG
ASSUMES NO RESPONSI BI LI TY FOR THE DOCUNMENT.

DI SQUALI FI EDY CANCELLED BI D

Bl DS THAT ARE | MPROPERLY SUBM TTED OR RECElI VED LATE W LL BE A RESPONSE FOR RECORD, BUT WLL NOT BE
RETURNED OR A NOTI FI CATI ON MAI LED.

THE FOLLON NG | S A PARTI AL LI ST WHEREBY A BI D RESPONSE W LL BE DI SQUALI FI ED:

Bl D NUMBER NOT ON FACE OF ENVELOPE/ COURI ER PACKAGE/ BOX

RESPONSES TO MULTI PLE Bl D NUMBERS | N SAME ENVELOPE NOT PROPERLY | DENTI FI ED

Bl D RECEI VED LATE

Bl D NOT SI GNED/ NOT ORI G NAL SI GNATURE

Bl D NOT NOTARI ZED) NOT ORI G NAL SI GNATURE OF NOTARY AND/ OR NO NOTARY EXPI RATI ON
NOTARI ZED OAN SI GNATURE

REQUI RED | NFORVATI ON NOT SUBM TTED W TH BI D

FAI'LURE TO SUBM T THE ORI G NAL BI D AND A COVPLETE EXACT COPY

CERTI FI CATI ON PURSUANT TO ACT NO. 2006-557

ALABAVA LAW ( SECTI ON 41-4-116, CCDE OF ALABAMA 1975) PROVI DES THAT EVERY BI D SUBM TTED AND CONTRACT
EXECUTED SHALL CONTAI N A CERTI FI CATI ON THAT THE VENDOR CONTRACTOR, AND ALL OF | TS AFFI LI ATES THAT
MAKE SALES FOR DELI VERY | NTO ALABAMA OR LEASES FOR USE | N ALABAMA ARE REG STERED, COLLECTING_ AND
REM TTI NG ALABAVA STATE AND LOCAL SALES, USE, AND/ OR LEASE TAX ON ALL TAXABLE SALES AND LEASES | NTO
ALABAMA. BY SUBM TTING TH' S BI D, THE BI DDER | S HEARBY CERTI FYI NG THAT THEY ARE I N FULL COWVPLI ANCE
W TH ACT NO. 2006-557, THEY ARE NOT BARRED FROM Bl DDI NG OR ENTERI NG | NTO A CONTRACT PURSUANT TO
éﬁlé-Rﬁl_l- jlillgAT'lA('\i?l iAgKl';lgL/\léEDGES THAT THE AWARDI NG AUTHORI TY MAY DECLARE THE CONTRACT VO D | F THE



SPECI AL TERMS & CONDI Tl ONS VENDOR NAME
VENDOR NUMBER:

| TB NO. : o 10-X- 22139-95 PAGE
I NVI TATION TO BI D OPEN DATE : 06/22/10 TIME 10:00 AM
T- NUMBER

: TA180
RETURN DATE: 06/21/10 TIME 5:00 PM

I NTENT TO AWARD

EFFECTI VE MAY 1, 2008, THE STATE OF ALABAMA - DI VI SI ON OF PURCHASI NG
WLL | SSUE AN ' I NTENT TO AWARD BEFORE A FI NAL AWARD | S MADE. THE
"I NTENT TO AWARD W LL CONTI NUE FOR A PERI OD OF FI VE (E)P CALENDAR
DAYS, AFTER WH CH A PURCHASE ORDER W LL BE PRODUCED. ON FI NAL
AWARD, ALL RI GHTS TO PROTEST ARE FORFEI TED. A DETAI LED EXPLANATI ON
OF TH S PROCESS MAY BE REVI EVMED I N THE ALABAMA ADM NI STRATI VE CODE -
CHAPTER 355-4-1(14).

ALTERNATE BI D RESPONSE
UNLESS STATED ELSEWHERE I N THI S | NVI TATION-TO-BI D (1 TB) THE STATE OF
ALABAVA W LL ACCEPT AND EVALUATE ALTERNATE BI D SUBM TTALS ON ANY
ITB'S. ALTERNATE Bl D RESPONSES W LL BE EVALUATED ACCORDI NG TO THE
REQUI REMENTS AS ALL OTHER RESPONSES TO THI S | TB.

I NTERNET VEBSI TE LI NK' S

| NTERNET AND/ OR VEBSI TE LI NKS W LL NOT BE ACCEPTED I N Bl D RESPONSES
,_IA_% él g)EANS TO SUPPLY ANY REQUI REMENTS STATED IN THI S | TB (I NVI TATI O\

PRODUCT DELI VERY, RECEI VI NG AND ACCEPTANCE
I N ACCORDANCE W TH THE UNI VERSAL COMMVERCE CODE ( CODE OF ALABANA,
TI TLE 7), AFTER DELI VERY, THE STATE OF ALABAMA HAS THE RI GHT TO
I NSPECT ALL PRODUCTS BEFORE ACCEPTI NG. THE STATE W LL | NSPECT
PRODUCTS | N A REASONABLE Tl MEFRAME. S| GNATURE ON A DELI VERY DOCUMENT
DOES NOT CONSTI TUTE ACCEPTANCE BY THE STATE. THE STATE W LL ACCEPT
PRODUCTS ONLY AFTER SATI SFACTORY | NSPECTI ON.

SALES TAX EXEMPTI ON

PURSUANT TO THE CODE OF ALABAMA, 1975, TITLE 40-23-4 (ég( F\/I%l?' THE
STATE OF ALABANA |S EXEMPT FROM PAYI NG SALES TAX. AN EXEMPTI ON LETTER
W LL BE FURNI SHED UPON REQUEST.

I N\VO CES

I NQUI RI ES CONCERNI NG PAYMENT AFTER | NVO CES HAVE BEEN SUBM TTED ARE
TO BE DI RECTED TO THE RECEI VI NG AGENCY, NOT THE DI VI SI ON OF PURCHASI NG

Bl D RESPONSES AND Bl D RESULTS

UNEVALUATED BI D RESPONSES (NOT BI D RESULTS) ARE AVAI LABLE ON OUR V\EB
SI TE AT WAV PURCHASI NG. ALABAVA. GOV. BI D RESULTS W LL BE MADE AVAI LABLE
FOR REVIEWIN THE DI VI SI ON OF PURCHASI NG CFFI CE, BUT ONLY AFTER THE

Bl D HAS BEEN AWARDED. WE DO NOT FAX OR MAIL COPI ES OF BI D RESULTS.

IF A VENDOR W SHES TO REVI EWBI D RESULTS | N QUR OFFI CE, THEY SHOULD
FAX THEI R REQUEST TO REVI EW THE BI D TWO DAYS | N ADVANCE TO THE "BI D
REVI EW CLERK" AT (334) 242-4419. BE SURE TO REFERENCE THE BI D NUMBER

FOREI GN CORPCRATI ON - CERTI FI CATE OF AUTHORI TY

ALABAMA LAW PROVI DES THAT A FORElI GN CORPORATI ON (AN OUT- OF- STATE
COVMPANY/ FI RM) NMAY NOT TRANSACT BUSI NESS | N THE STATE OF ALABANMA UNTI L
I T OBTAINS A CERTI FI CATE OF AUTHORI TY FROM THE SECRETARY OF STATE.
SECTI ON 10- 2B-15. 01, CODE OF ALABANVA 1975. TO OBTAIN FORMS FOR A
CERTI FI CATE OF AUTHORI TY, CONTACT THE SECRETARY OF STATE, CORPORATI ONS
DI VI SI ON, (334) 242-5324. THE CERTI FI CATE OF AUTHORI TY DCES NOT KEEP
THE VENDOR F SUBM TTI NG A BI D.

Bl D | DENTI FI CATI ON

REFERENCE PACE 2, | TEM 2. DUE TO THE POSTAL SERVI CE PUTTI NG BAR CODE
LABELS ON ENVELOPES, | T CONCEALS THE Bl D NUMBER AND DATE | F THE VENDOR
HAS WRI TTEN THEM OTHER THAN THE LOWER LEFT CORNER, THEREFORE THE BI D
WOULD BE REJECTED FOR NOT BEI NG PROPERLY | DENTI FI ED.



SPECI AL TERMS & CONDI Tl ONS VENDOR NAME
VENDOR NUMBER:

| TB NO. : o 10-X- 22139-95 PAGE
I NVI TATION TO BI D OPEN DATE : 06/22/10 TIME 10:00 AM
T- NUMBER

: TA180
RETURN DATE: 06/21/10 TIME 5:00 PM

AWARD:
AWARD WLL BE MADE "ALL OR NONE'" TO THE LOWEST RESPONSI BLE BI DDER
MVEETI NG ALL SPECI FI CATI ONS.

REJECTED PRODUCTS:

THE COST OF RETURN FREI GAT AND ANY STORAGE COST OF REJECTED PRODUCT
OR OTHER EXPENSES | NCURRED BY ALABAVA DEPARTMENT OF CORRECTI ONS

I NSTI TUTI ONAL SERVI CES DI VI SI ON DUE TO FAI LURE TO CONFORM TO

SPECI FI CATI ONS OR TO THE QUALI TY OF PRODUCTS/ SUPPLI ES RECEI VED AT
OUR WAREHOUSE, SHALL BE RGED TO THE VENDOR MAKI NG SUCH SHI PMENTS.

FOR THE LI FE OF THI S CONTRACT, PRODUCTS PROVI DED MUST BE CONSI STENT I N
COLOR, SHADE, SIZE, WEAR AND APPEARANCE. | F THE MANUFACTURER DI SCON-
TINUES OR CHANGES THE COLOR, SHADE OR SI ZE CHART, THE AWARDED VENDOR
MUST | MVEDI ATELY PROVI DE THI S | NFORMVATI ON TO THE DEPT OF CORRECTI ONS
FOR REVI EW  UN FORM CONSI STENCY | S CRUCI AL I N THE CORRECTI ONAL

ENVI RONMVENT.  FAI LURE TO PROVI DE THI S | NFORVATI ON MAY RESULT I N
CANCELLATI ON OF THE CONTRACT.

DEFAULT:

VWHEN A VENDOR DEFAULTS ON A CONTRACT/ PURCHASE ORDER, THE STATE CAN
PROCURE THE GOODS OR SERVI CES FROM OTHER SOURCES AND HOLD THE VENDOR
RESPONSI BLE FOR ANY EXCESS | N PRI CE/ HANDLI NG. THE VENDOR MAY BE
BARRED FROM BI DDI NG FOR AN | NDETERM NATE PERI CD.

DELI VERY TI ME_FRAME:

ORDERS W LL BE PLACED ON AN AS NEEDED BASIS AND W LL BE SH PPED TO THE
VARI OQUS PRI SONS AS | NDI CATED ON THE "SHI P TO ADDRESS"' OF THE PURCHASE
ORDERS W THI N ElI GHT (8) WEEKS OF VENDOR S RECEI PT OF PURCHASE ORDER

THE VENDOR MUST THEN MAI NTAI N AT LEAST TVENTY- FI VE (25) OF EACH SI ZE
TROUSER, SHI RT, AND BLOUSE | N | NVENTORY. AT THE END OF THE CONTRACT
PERI OD, THE DEPARTMENT OF CORRECTI ONS AGREES TO PURCHASE THE RENMAI NI NG
I NVENTORY, NOT TO EXCEED THE STATED QUANTI TI ES, AT THE CONTRACT PRI CE.

THE AWARDED VENDOR SHOULD HAVE A PHYSI CAL LOCATI ON OR REPRESENTATI VE
WTH N THE STATE TO PERFORM FI TTI NGS AT THE VARI QUS FACI LI TI ES
THROUGHOUT THE STATE. THE VENDOR W LL BE REQUI RED TO PERFORM OR TO
HAVE PERFCRVMED ANY ALTERATI ONS AT NO ADDI TI L COST TO THE AGENCY.

FREI GAT:
BID IS F.O B. DESTI NATION. ANY FREI GHT CHARGES MJST BE | NCLUDED I N
THE BI D PRI CES.

CONTRACT PERI OD:

ESTABLI SH A 12 MONTH CONTRACT W TH AN OPTI ON TO EXTEND FOR A SECOND,
THI RD, FOURTH, AND FIFTH 12 MONTH PERI OD W TH THE SAME PRI CI NG TERMS
AND CONDI TIONS.  THE SECOND, THI RD, FOURTH, OR FIFTH 12 MONTH PERI OD,
| F AGREED BY BOTH PARTI ES, WOULD BEG N THE DAY AFTER THE FI RST,
SECOND, THIRD, OR FOURTH 12 MONTH PERI OD EXPI RES. ANY SUCCESSI VE
EXTENSI ON MUST HAVE WRI TTEN APPROVAL OF BOTH THE STATE AND VENDCR NO
Iﬁé-IIR—’Fg:)TMN 30 DAYS PRI OR TO EXPI RATION OF THE PREVI QUS 12 MONTH

DESCRI PTI VE LI TERATURE:

THE BRANDS AND MODEL NUMBERS REFERENCED PROVI DE A LEVEL OF QUALITY,
AND UNLESS OTHERW SE SPECI FI ED, ARE NOT RESTRI CTlI VE. VENDCRS Bl DDI NG
ALTERNATE | TEMS SHOULD PROVI DE COVPLETE DESCRI PTI VE/ TECHNI CAL LI TERA-
TURE FOR CONSI DERATI ON AND EVALUATION WTH THEIR BI D, AND W TH THE

Bl D COPY PER | TEM NUMBER 7 ON PAGE 2. REFERENCE TO LI TERATURE WTH A
PREVI QUS BI D WLL NOT SATI SFY TH S REQU REMENT. FAI LURE TO PROVI DE
REQUI RED LI TERATURE MAY RESULT I N THE REJECTI ON CF THE BI D.

PHYSI CAL | NSPECTI ON AND OPERATI ONAL EVALUATI ON MAY ALSO BE

REQUI RED W THOUT COST OR OBLI GATI ON TO THE STATE OF ALABANA.

BLANK LI NES:



SPECI AL TERMS & CONDI Tl ONS VENDOR NAME
VENDOR NUMBER:

| TB NO. : o 10-X- 22139-95 PAGE
I NVI TATION TO BI D OPEN DATE : 06/22/10 TIME 10:00 AM
T- NUMBER

TA180
RETURN DATE: 06/21/10 TIME 5:00 PM

TO EVALUATE THE BID I N AN EFFI CI ENT MANNER, THE VENDOR SHOULD FI LL-IN
ALL BLANK LI NES APPLI CABLE TO A SPECI FI C COMMODI TY DESCRI PTI ON.

PURPCSE:

Eﬁ;l’éBLl SH A CONTRACT FOR THE DEPARTMENT OF CORRECTI ONS FOR OFFI CERS

NOTE TO VENDOR:

VENDOR SHALL BE REQUI RED TO SEW PATCHES ON ALL SHI RTS AND JACKETS.

SHI RTS REQUI RE_ FOUR (4) DI FFERENT EMBLEMS AND THE JACKET REQUI RES TWOD

& EI\/BLEI\/S THE PRI OF SEW NG EMBLEMS SHALL BE | NCLUDED | N THE
OF THE SHI RTS. PATCHES PROVI DED BY ACGENCY UNLESS OTHERW SE

STATED I N THE SPECI FI CATI ONS.

SAMPLES:

| F REQUESTED, AFTER THE BI D IS OPENED, SAMPLES ARE TO BE FURN SHED AT
VENDOR S EXPENSE W THI N TEN (10 CALENDAR DAYS AFTER NOTI FI CATION. | F
NOT DESTROYED DURI NG EVALUATI SAVPLES W LL BE RETURNED PROVI DED A
REQUEST FOR RETURN ACCOVPANI ES THE SAMPLE AND | NCLUDES UPS Pl CKUP SLI P
OR OTHER MODE OF RETURN. | NDI VI DUAL SAMPLES SHOULD BE LABELED W TH
VENDOR NAME, | TB NUMBER, | TEM REFERENCE NUMBER, MANUFACTURER AND STOCK
NUMBER.  FAI LURE TO FURNI SH SAMPLES ON THE REQUESTED | TEM W LL RESULT
IN THE BID ON THAT | TEM BEI NG REJECTED.



PRI CE SHEET VENDOR NAME

VENDOR NUMBER: -
| TB NO. ©10-X-2213995 PAGE

I NVI TATION TO BI D OPEN DATE _(|)_6/ 22/10 TIME: 10: 00 AM

T- NUMBER A180
RETURN DATE: 06/21/10 TIME 5:00 PM

EXTENDED
COVMODI TY/ SERVI CE DESCRI PTI ON QUANTITY UNNT UNIT PRI CE AMOUNT

00001

00002

00003

00004

00005

00006

UNLESS SPECI FI EB:LOT HER}N SE BELOW

COVMODI TY CODE: 200- 72- 065623 1 PR

TROUSER, MEN' S UNI FORM LAPD NAVY
PER PROVI DED SPECI FI CATI ONS.

MFR: STYLE:

FLYi NG CROSS BY FECHFEI MER | TEM 47400

OR EQUAL

COVMODI TY CODE: 200- 72- 065625 1 PR

TROUSER, WOVEN S UNI FORM LAPD NAVY
PER PROVI DED SPECI FI CATI ONS.
VFR: STYLE:
FLYI NG CROSS BY FECHHEI MER | TEM  47400Wr
OR EQUAL
Y CCDE: 200-72-065632 1 EA

COVMODI T

SH RT, MEN S UNI FOCRM SHORT SLEEVE,
LAPD BLUE

PER PROVI DED SPECI FI CATI ONS

VFR: STYLE:
FLYI NG CROSS BY FECHHEI MER | TEM 85R5886
OR EQUAL
TY CODE: 200-72-065628 1 EA

COvMODI

SH RT, WOMEN S UNI FORM SHORT SLEEVE,
LAPD BLUE

PER PROVI DED SPECI FI CATI ONS

MFR STYLE: .~~~
FLYI NG CRCSS BY FECHHEI MER
I TEM 176R5886 OR EQUAL

TY CODE: 200-12-008276 1 EA

COvMODI

CAP, BLACK, SI X PANEL, COTTON TWLL FULL
CLOTH. SI X EYELETS ON CAP TOP, ONE IN
EACH PANEL. PLASTI C SNAP BACK CLOSURE.
LOW PROFI LE WTH SI X ROAS OF STI TCHI NG
ON BRIM OF HAT. BILL LENGTH WLL BE
THREE | NCHES.

CAP TO BE EMBRO DERED W TH DEPARTMENT
BADGE I N EI THER GOLD OR SI LVER TO BE
DETERM NED BY THE DEPARTMENT. M NI MUM
OF 14,700 STITCHES. MJST MATCH SAMPLE
ON DI SPLAY AT DEPARTMENT

MFR TYLE:
COBRA CAP 0O PTCA OR™ EQUAL ———————

TY CCDE: 200-72-068017 1 EA

CovvoDI
JACKET, UNI FORM MENS/ WOVENS, BLACK
PER THE PROVI DED SPECI FI CATI ONS

PAGE TOTAL




PRI CE SHEET VENDOR NAME
VENDOR NUMBER:

| TB NO. : o 10-X- 22139-95 PAGE
I NVI TATION TO BI D OPEN DATE : 06/22/10 TIME 10:00 AM
T- NUMBER

: TA180
RETURN DATE: 06/21/10 TIME 5:00 PM

EXTENDED
COVMODI TY/ SERVI CE DESCRI PTI ON QUANTITY UNNT UNIT PRI CE AMOUNT

MFR: STYLE:
SPI EWAK STYLE S3609 OR EQUAL™

PAGE TOTAL

Bl D TOTAL




LINE 00001 - MEN'S TROUSER SPECIFICATIONS

FABRIC:

Content:  65% Polyester/35% Cotton
Weight: 6.5 oz./sq. yard

Weave:  Twill

Color: LAPD Navy

STYLE: ! '
Trouser shall be manufactured from an up-to-date men’s uniform trouser pattern. \ %
The trouser styling shall be T-1: plain front, two (2) quarter top front pockets, and | | | \ 1
two (2) hip pockets professionally finished with no visible topstitching. Work ! l
wear industrial style construction is unacceptable and shall be cause for rejection. J :
LINING MATERIAL: f

|

pu

i

) | ’\

The pocketing and fly lining material shall be 70% Polyester / 30% Cotton, with a r } !

minimum 78 x 48 count. Pocketing must have a durable press finish and the color of the pocketing must be
black.

FLEXIBLE WAISTBAND SYSTEM: Outside View Outside View

Trouser shall be made with a special Flexible Chosed DETERATAING SHatEh

Waistband System that will allow the wearer waist . g || ot st st
i :

expansion of 2 1/2" to 3". The waistband shall measure i ik 5 B
a minimum of 1-7/8" wide when finished. The flexible ; /
expansion split portion of the waistband shall be to the
front of the trouser side seam and there shall be a 34-
inch wide side belt loop positioned to ‘hide” the
expansion split of the waistband.

The waistband curtain shall consist of two different -
styles for maximum waistband expansion to enhance _
wearer comfort, fit, and appearance. The front of @
the trouser (to the expansion split) waistband curtain L
style shall consist of a 2-inch wide elastic section
that incorporates Tru-Grip, a ‘" surface area
composed of thin 55 gauge rubber for maximum comfort and performance. The Tru-Grip acts to help keep
shirts tucked in securely. (Use of a single silicone strip or strips instead of % wide rubberized surface area
shall be cause for rejection.)

The back half of the trouser waistband curtain shall finish a minimum 2-1/8” wide and is to be made of
black pocketing material and shall be attached to the top of the trouser with a zigzag stitch. The waistband
curtain must also contain Tru-Grip and will line up with the Tru-Grip on the front of the expansion split.
(Substitution of a silicone strip or strips in place of Tru-Grip shall not be acceptable and shall be cause for
rejection.)

The waistband curtain is composed of a wet laid non-woven canvas weighing 3.3 oz. per square yard. The
canvas is covered in the same color and material as the pocketing. The %" rubberized surface area is
positioned 1-'4" up from the bottom of the curtain.

The specifications for the rubberized Tru-Grip curtain are as follows:

Width: 1-1/8-inch

Warp: 300 Denier Texturized Polyester
Filling: 300 Denier Texturized Polyester
Rubber: 55 Gauge

Count: 32-36 yarns per inch

Contents: 59% Polyester/41% Rubber

To complete the Flexible Waistband System, there shall be a 1-1/4” wide elastic component sewn into the
back half of the waistband curtain to allow for the stretch and recovery of the waistband to comfortably fit

1



the wearer’s waist size. There shall be a bartack for strength and durability sewn at the stress point on the
waistband where it joins the front elasticized waistband curtain joining stitching (positioned, on the
waistband above the front pocket.)

The waistband closure shall be accomplished with two crush proof hook and eye centered on the waistband
for wearer comfort. The hook and eye shall be reinforced with a 7/8" non-woven tape that is anchored with
topstitching through and through to the top of the waistband (bartacks in place of topstitching shall be cause
for rejection). In addition to the stitching of the waistband when it is set onto the trouser, the waistband
(with ample fabric and curtain material to allow trouser size to be increased at least one size). The outlet in
the seat is to be proportional to the waist outlet so the seat may also be let out. Seat seam must be sewn
with a tandem needle machine (double-needle stitch) for maximum stretch.

BELT LOOPS:
There shall be a minimum of seven belt loops 1" in width of double DROP BELT LOOP
thickness. Each loop must have a non-woven interlining for added

durability. - All loops (except back center) must be sewn into the top and Lt
bottom of the waistband. Belt loops shall drop %2 below the bottom of '
waistband to allow for there to be a 2 %" opening. The top of the belt
loops (except back center) shall be sewn into the waistband curtain seam
using a zigzag stitch. The bottom of the center back loop shall be tacked

to the trouser and the top of the loop tacked to the outside of the CENTER
waistband to allow for easier waist alteration. BACK
LOOP

FLY: DROP LOOP

Trouser shall have a brass metal zipper with memory lock brass slider secured by metal stopper at base.
There shall be a French Fly tab closure on the inside of the right fly. The tab shall be double ply made of
the basic trouser fabric (tabs made of pocketing material or a "grown on" French Fly will be cause for
rejection). The right fly shall be lined with the same material and color as the pocketing. The tly lining
shall be sewn to the left fly continuing below the zipper into the crotch area in a neat and durable manner.
A button shall be located on the left fly corresponding with the French Fly tab to provide a clean and
comfortable closure. Topstitching of fly to be installed with automatic “J” stitch equipment eliminating
puckering and providing a clean finish. There shall be a firm straight bartack at the bottom of the fly going
through the zipper tape for maximum strength. Bartack shall line up with starting point of “J” stitch.

SEAT:
Seat must be sewn with a double-needle stitch for maximum durability.

CREASES:
The leg creases, front and back will have a silicone bead put in by using the Lintrak process.

POCKETS:

A specially designed front pocket shall be used so that it will expand and work in conjunction the Flexible
Waistband System. There will be a %-inch wide elastic attached to the front pockets and the waistband
allowing for the recovery of the front pocket to wearer’s most comfortable waist size position.

The two (2) front pockets will be quarter top style with a minimum opening of 6" and a minimum depth of
5-3/4" measured from the bottom of the opening. Front pockets to have firm straight bartacks at top and
bottom of pocket openings. Pockets shall be constructed using the stitch, turn, and topstitch method. Front
pocket facing and barrier to be made of the basic trouser fabric. Facing shall be a minimum of 1" and
barrier shall measure a minimum of 2" (measured to the inside edge of pocket lining).

The two (2) hip pockets shall have a minimum 5-3/8" wide (bartack to bartack) opening and a minimum
HIP POCKET WITH TAB depth of 5-3/4 " measured from the bottom of the pocket opening.
Hip pockets shall be constructed using the double welt method on an
- automatic welt machine. The welts shall be finished in such a
BARTAC %

manner that there is no topstitching (topstitched hip pockets shall be
cause for rejection). The corners of the hip pocket openings shall
have straight bartacks for reinforcement (use of triangular bartacks
shall be cause for rejection). Hip pocket facing and barrier are to be
made of basic trouser fabric. Facing shall be a minimum of 3/4" and
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the barrier shall be a minimum of 1-1/2”. The left hip pocket shall have a centered tab made of basic cloth
inserted into the top welt with bartacks at the top and bottom of the tab to form an opening for a button. A
button shall be located below the bottom welt corresponding in location with the tab, which shall be
interlined with non-woven for added durability. There shall be a dart centered above each hip pocket to
waistband. Dart shall be approximately 2-3/4” long tapered from 3/8" at waistband and shall be installed
with automatic equipment for a clean non-puckered finish.

STITCHING, PRESSING & FINISHING:  SERGED
Trouser must be stitched with matching thread. Trouser must be neatly pressed on  |NSEAM/OUTSEAM
Hothead Presses and properly shaped. Outseams and inseams are edge serged on (INSIDE VIEW)

automatic equipment for uniformity of quality and shall be pressed open for a smooth
pucker-free finish with repeated cleaning and pressing. Trouser must be cleaned and
finished to eliminate loose threads.

STOCK SIZES:

Trouser must be available from stock in the following sizes:
SHORT RISE: 28 - 40 (EVEN ONLY)
REGULAR RISE: 28 - 56 (EVEN ONLY OVER 38)

LABELS:

Trouser must have a permanent label providing care instructions and small woven label indicating waist
size. A removable paper ticket showing the size, fabric content, cut number, and WPL or RN number
should be on the outside of the waistband. Ticket to be matchbook style installed with plastic staples for
easy removal without damaging trouser material and showing size when trousers are stacked.

LINE 00002 — LADIES TROUSER SPECIFICATIONS

FABRIC:

Content:  65% Polyester/35% Cotton
Weight: 6.5 oz./sq. yard

Weave:  Twill

Color: LAPD Navy

STYLE:

Trouser shall be manufactured from an up-to-date ladies uniform trouser pattern.
The trouser styling shall be T-1: plain front, two (2) quarter top front pockets and
two (2) hip pockets professionally finished with no visible topstitching. Work
wear industrial style construction is unacceptable and shall be cause for rejection.

LINING MATERIAL:
The pocketing and fly lining material shall be 70% Polyester / 30% Cotton, with a minimum 78 x 48 count.
Pocketing must have a durable press finish and the color of the pocketing must be black.

PRESSED
OPEN

FLEXIBLE WAISTBAND SYSTEM: Outside View Outside View
Trouser shall be made with a special Flexible Hlosed Cemesting fuesh
Waistband System that will allow the wearer waist 1. | o %‘]ﬂmismam
expansion of 2 1/2" to 3". The waistband shall measure ' ; ] -
a minimum of 1-7/8" wide when finished. The flexible ! /
expansion split portion of the waistband shall be to the f[ i
front of the trouser side seam and there shall be a %- ;
inch wide side belt loop positioned to ‘hide” the '
expansion split of the waistband. J/.'

|
The waistband curtain shall consist of two different A

styles for maximum waistband expansion to enhance

wearer comfort, fit, and appearance. The front of
the trouser (to the expansion split) waistband curtain k
style shall consist of a 2-inch wide elastic section




that incorporates Tru-Grip, a ¥2" surface area composed of thin 55 gauge rubber for maximum comfort and
performance. The Tru-Grip acts to help keep shirts tucked in securely. (Use of a single silicone strip or
strips instead of %27 wide rubberized surface area shall be cause for rejection.)

The back half of the trouser waistband curtain shall finish a minimum 2-1/8" wide and is to be made of
black pocketing material and shall be attached to the top of the trouser with a zigzag stitch. The waistband
curtain must also contain Tru-Grip and will line up with the Tru-Grip on the front of the expansion split.
(Substitution of a silicone strip or strips in place of Tru-Grip shall not be acceptable and shall be cause for
rejecti(m.) T T

The waistband curtain is composed of a wet laid non-woven canvas weighing 3.3 oz. per square yard. The
canvas is covered in the same color and material as the pocketing. The %" rubberized surface area is
positioned [-%4" up from the bottom of the curtain.

The specifications for the rubberized Tru-Grip curtain are as follows:
Width: 1-1/8-inch

Warp: 300 Denier Texturized-Polyester

Filling: 300 Denier Texturized Polyester

Rubber: 55 Gauge

Count: 32-36 yarns per inch

Contents: 59% Polyester/41% Rubber

To complete the Flexible Waistband System, there shall be a 1-1/4” wide elastic component sewn into the
back half of the waistband curtain to allow for the stretch and recovery of the waistband to comfortably fit
the wearer’s waist size. There shall be a bartack for strength and durability sewn at the stress point on the
waistband where it joins the front elasticized waistband curtain joining stitching (positioned, on the
waistband above the front pocket.)

The waistband closure shall be accomplished with two crush proof hook and eye centered on the waistband
for wearer comfort. The hook and eye shall be reinforced with a 7/8" non-woven tape that is anchored with
topstitching through and through to the top of the waistband (bartacks in place of topstitching shall be cause
for rejection). In addition to the stitching of the waistband when it is set onto the trouser, the waistband
must also be topstitched below the waistband seam of the trouser to be finished to allow for alterations
(with ample fabric and curtain material to allow trouser size to be increased at least one size). The outlet in
the seat is to be proportional to the waist outlet so the seat may also be let out. Seat seam must be sewn

with a tandem needle machine (double-needle stitch) for maximum stretch.

BELT LOOPS:
There shall be a minimum of seven belt loops 1" in width of double DROP BELT LOOP
thickness. Each loop must have a non-woven interlining for added
durability. All loops (except back center) must be sewn into the top and
bottom of the waistband. Belt loops shall drop %" below the bottom of
waistband to allow for there to be a 2 2" opening. The top of the belt
loops (except back center) shall be sewn into the waistband curtain seam
using a zigzag stitch. The bottom of the center back loop shall be tacked
to the trouser and the top of the loop tacked to the outside of the
waistband to allow for easier waist alteration.

CENTER
BACK
LOOP

DROP LOOP

FLY:

Trouser shall have a brass metal zipper with memory lock brass slider secured by metal stopper at base.
There shall be a French Fly tab closure on the inside of the right fly. The tab shall be double ply made of
the basic trouser fabric (tabs made of pocketing material or a "grown on" French Fly will be cause for
rejection). The right fly shall be lined with the same material and color as the pocketing. The fly lining
shall be sewn to the left fly continuing below the zipper into the crotch area in a neat and durable manner.
A button shall be located on the left fly corresponding with the French Fly tab to provide a clean and
comfortable closure. Topstitching of fly to be installed with automatic “J” stitch equipment eliminating
puckering and providing a clean finish. There shall be a firm straight bartack at the bottom of the fly going
through the zipper tape for maximum strength. Bartack shall line up with starting point of “I” stitch.




SEAT:
Seat must be sewn with a double-needle stitch for maximum durability.

CREASES:
The leg creases, front and back will have a silicone bead put in by using the Lintrak process.

POCKETS:

A specially designed front pocket shall be used so that it will expand and work in conjunction the Flexible
Waistband System. There will be a ¥2-inch wide elastic attached to the front pockets and the waistband
allowing for the recovery of the front pocket to wearer’s most comfortable waist size position.

The two (2) front pockets will be quarter top style with a minimum opening of 6" and a minimum depth of
5-3/4" measured from the bottom of the opening. Front pockets to have firm straight bartacks at top and
bottom of pocket openings. Pockets shall be constructed using the stitch, turn, and topstitch method. Front

pocket facing and barrier to be made of the basic trouser fabric. Facing shall be a minimum of 1”7 and -

barrier shall measure a minimum of 2" (measured to the inside edge of pocket lining).

The two (2) hip pockets shall have a minimum 5-3/8" wide (bartack to bartack) opening and a minimum
HIP POCKET WITH TAB depth of 5-3/4 " measured from the bottom of the pocket opening.

Hip pockets shall be constructed using the double welt method on an

"‘r\ ] automatic welt machine. The welts shall be finished in such a
S “II manner that there is no topstitching (topstitched hip pockets shall be
/I: N cause for rejection). The corners of the hip pocket openings shall

have straight bartacks for reinforcement (use of triangular bartacks

shall be cause for rejection). Hip pocket facing and barrier are to be

ﬂ)é = made of basic trouser fabric. Facing shall be a minimum of 3/4" and

the barrier shall be a minimum of 1-1/2”. The left hip pocket shall

have a centered tab made of basic cloth inserted into the top welt

with bartacks at the top and bottom of the tab to form an opening for a button. A button shall be located

below the bottom welt corresponding in location with the tab, which shall be interlined with non-woven for

added durability. There shall be a dart centered above each hip pocket to waistband. Dart shall be

approximately 2-3/4” long tapered from 3/8” at waistband and shall be installed with automatic equipment
for a clean non-puckered finish.

BARTACK

STITCHING, PRESSING & FINISHING: SERGED
Trouser must be stitched with matching thread. Trouser must be neatly pressed on |NSEAM/OUTSEAM
Hothead Presses and properly shaped. Outseams and inseams are edge serged on (INSIDE VIEW)

automatic equipment for uniformity of quality and shall be pressed open for a smooth
pucker-free finish with repeated cleaning and pressing. Trouser must be cleaned and
finished to eliminate loose threads.

STOCK SIZES:

Trouser must be available from stock in the following sizes:
SHORT RISE: 28 - 40 (EVEN ONLY)
REGULAR RISE: 28 - 56 (EVEN ONLY OVER 38)

LABELS:

Trouser must have a permanent label providing care instructions and small woven label indicating waist
size. A removable paper ticket showing the size, fabric content, cut number, and WPL or RN number
should be on the outside of the waistband. Ticket to be matchbook style installed with plastic staples for
easy removal without damaging trouser material and showing size when trousers are stacked.

PRESSED
OPEN



LINE 00003 - MEN’S SHIRT SPECIFICATIONS

FABRIC:
Content:
65% Dacron Polyester / 35% Combed Cotton

Weight:
6.5 o0z. / square yard

FABRIC DESCRIPTION:

Milliken Mills IntelliDry or equal, Color: LAPD Blue with Stain Smart 3 finish or equal.

IntelliDry combines fluorochemical-based water repellency on the outside of the garment with proprietary
technology for superior moisture wicking on the inside. In addition to repellency and wicking, the fabric

releases oily stains in the wash. The dual-sided performance of this smart fabric is achieved through an
application that uniquely balances the chemistry to obtain the differential performance.

STYLE:

Dress style, top center placket front, full cut tapered fit, convertible sport collar, short sleeves and dress
shirttail. Two pleated breast pockets with topstitched scalloped flaps. Topstitched shoulder straps. Full
badge reinforcement. Back to have topstitched double yoke of shirting material. Work wear industrial style
shirt construction is unacceptable and shall be cause for rejection.

COLLAR: COLLAR

Convertible collar shall be one piece. Collar points to measure 3- (UNDERSIDE VIEW)
1/16" long with ultrasonically fused-in Mylar stays. Collar to have

woven interlining of #250 Dacron. Stays to be 2-1/2” long, 3/8”

minimum width, and to be fused to under side of collar interlining. INT‘Eg:}EﬁNG
Stays applied directly to collar material itself unacceptable.
Topstitched 1/4" off the edge. Collar material itself (top or underside)
shall have no fusing to Mylar stays or collar interlining.

COLLAR TOP STITCHING

Each front shall have a facing approximately 3" in width. The left front shall
have a top center placket 1-1/2" wide with two rows of stitches 7/8" apart.
Stitching on the top center is not to be visible on the turn back facing. The shirt
will have 7 buttons and buttonholes on the front; spacing between each will be
WOVEN 3-%" except the spacing between the neck button and the first button on the

TERINING  front, which will be approximately 2-1/2". Top center placket to have woven
; Y interlining of #250 Dacron. Non-woven interlining unacceptable and shall be
cause for rejection. The fronts shall be joined to the yoke so that both raw
{7 [ PLACKET edges of the yoke are turned under, with the front sandwiched between, and

then all three are stitched down with a 1/16" raised stitch. Safety stitch joining
unacceptable.

SHOULDER STRAPS:

Shoulder straps to be two-piece pointed, 1/4" topstitched and to be set on yoke with leading topstitch

conforming with front joining seam. To measure 2" at sleeve

M tapering to 1-3/8" and set not more than 1/2" from collar set

TOPSTITCHING  seam. Cross-stitched approximately 2" from sleeve seam.

Shoulder strap to be stitched to the shoulder at the point with the

button sewn over an uncut buttonhole. Edge stitched shoulder
strap construction unacceptable.

CROSS STITCHING 6



BADGE REINFORCEMENT: BADGE TAB

Two-ply sling 1" wide centered over left pocket and stitched to
shoulder seam and flap setting stitch. It shall have 2 (two)

@

2 N

buttonhole eyelets 1-1/4" from top of pocket flap spaced 1-1/4” REINF%'ELC%MENT
apart and centered on sling. ON THE INSIDE _

OF SHIRT ™~
POCKETS: / .
Two breast patch pockets with mitered corners and HERNINGE POCKET
1-1/2" stitched pleats. Pleats shall be stitched top
and bottom and full length of pleat to prevent  HppEN TOPST

. - . : ITCHED

spreading. Pocket to measure 5-5/8" wide, 6" deep. PENIPENCN _ / FLAI(’:

pocket to have hook Velcro, 3/4" long by 2" wide,

Left breast pocket to have 1- 1/2" pencil stitch. Each ~ OPENING ‘%“
positioned on both edges of pocket to correspond |

with outer scalloped flap points as specified. Velcro
to be stitched all sides and to be sewn through
v N P PEN/PENCIL SEWN-IN
pocket and shirt for added reinforcement. STITCH - CREASES
THROUGH
POCKET
AND FLAP
FLAPS:
Two piece deep scalloped design to measure 5-7/8" across and 2-3/4" in
depth at center point, 2-1/4" at sides. Secured to shirtfront appmximately FLAP

3/8” above pocket. Left flap to have invisible pencil opening 1-1/2'
correspond precisely with pencil slot of pocket. (Stop & start stitching for TOF'ST”CHED\F LAP
pencil opening unacceptable and shall be cause for rejection.) Flaps to be
1/4" topstitched. Flaps to have woven interlining of #250 Dacron. Creased
and edge stitched pocket flap construction unacceptable. Under side of the
flap to have looped Velcro 3/4" long by 1/2" wide stitched all sides,
positioned on outer points of both pocket flaps to secure with
corresponding Velcro strips on shirt pocket. Each flap shall have a button
centered on uncut sewn buttonhole. SEWN-IN
MILITARY CREASE

SLEEVES:

Sleeves are to be straight and whole and to have a %” hem and to finish at a minimum of 9 " long from
shoulder seam.

BUTTONS:
First grade 20-ligne melamine.

SEWING:

Collar, shoulder straps and pocket flaps to be topstitched 1/4" off the edge. Sleeve inserting and side close
felling seams are to be safety stitched.

THREAD:
All sewing threads to be color fast polyester wrap to match.

INTERLINING:
Collar, pocket flaps and top center to be interlined with #250 Dacron.



MILITARY CREASES:

There shall be five stitched-in sharp military creases on all shirts; ne crease on each front to be centered
vertically. front creases shall be through pockets and flaps, spacing for three military creases across shirt
back to be proportionate to the size of the shirt.

CONSTRUCTION:

Collar and pocket flaps are made with conventional construction. Top ply, bottom ply and interlining are
first stitched together, then turned right side out and finally topstitched.

STOCK SIZES:
Shirts must be available in the following sizes:
XSMALL - 6XL

PATCHES:
Department of Corrections emblems are to be sewn on left and right sleeves 3 inch down from shoulder
seam. Patches provided by agency. —

BADGE PATCH:
Embroidered badge patch to be sewn on left chest % inch above pocket. Patches are to be provided by
vendor.

NAME TAG:

Cloth military nametag to be sewn on right chest above pocket. These will be individual officer names to be
sewn on all shirts. Name tag provided by vendor. Department of Corrections will determine tag color and
name color.

LINE 00004 - WOMEN’S SHIRT SPECIFICATIONS

FABRIC:
Content:
65% Dacron Polyester / 35% Combed Cotton

Weight:
6.5 oz. / square yard

FABRIC DESCRIPTION:

Milliken Mills IntelliDry or equal . LAPD Blue with Stain Smart 3 finish or equal.

IntelliDry combines fluorochemical-based water repellency on the outside of the garment with proprietary
technology for superior moisture wicking on the inside. In addition to repellency and wicking, the fabric
releases oily stains in the wash. The dual-sided performance of this smart fabric is achieved through an
application that uniquely balances the chemistry to obtain the differential performance.

Dress style, top center placket front, full cut tapered fit, convertible sport collar, short sleeves and dress
shirttail. Two pleated breast pockets with topstitched scalloped flaps. Topstitched Shoulder straps. Full
badge reinforcement. Back to have topstitched double yoke of shirting material. Work wear industrial style
shirt construction is unacceptable and shall be cause for rejection.

COLLAR: COLLAR

Convertible collar shall be one piece. Collar points to measure 2-7/8" (UNDERSIDE VIEW)
long with ultrasonically fused-in Mylar stays. Collar interlined with

#250 Dacron. Stays to be 2-1/2” long, 3/8” minimum width, and to be

fused to under side of collar interlining. Stays applied directly to ENTYEg‘I‘_IIIEITNG
collar material itself unacceptable. Topstitched 1/4" off the edge.

COLLAR TOP STITCHING




Collar material itself (top or underside) shall have no fusing to Mylar stays or collar interlining.

s

Each front shall have a facing approximately 3” in width. The right front
shall have a top center placket 1-1/2" wide with two rows of stitches 7/8"
apart. Stitching on the top center is not to be visible on the turn back facing.
The shirt will have 6 buttons and buttonholes on the front; spacing between
Woven  each will be 3-1/2" except the spacing berweemn the neck button and the first
INTERLINING i s 5
button on the front, which will be approximately 2-1/2". Top center
interlined with #250 Dacron. Non-woven interlining unacceptable and shall
be cause for rejection. The fronts shall be joined to the yoke so that both raw
edges of the yoke are turned under, with the front sandwiched between, and
then all three are stitched down with a 1/16" raised stitch. Safety stitch

joining unacceptable.

SHOULDER STRAPS:

Shoulder straps to be two-piece pointed, 1/4" topstitched and to be set on yoke with leading topstitch

conforming with front joining seam. To measure 2" at sleeve
SHOULDER STRAP tapering to 1-3/8" and set not more than 1/2" from collar set
TOPSTITCHING  seam. Cross-stitched approximately 2" from sleeve seam.
Shoulder strap to be stitched to the shoulder at the point with the
button sewn over an uncut buttonhole. Edge stitched shoulder
strap construction unacceptable.

BADGE REINFORCEMENT: BADGE TAB
CROSS STITCHING Two-ply sling 17 wide centered over left
pocket and stitched to shoulder seam and SLING
flap setting stitch. It shall have 2 (two) buttonhole eyelets 1-1/4” from top of pocket flap REINFORCEMENT oo™
spaced 1-1/4” apart and centered on sling. ON THE INSIDE ;
OF SHIRT |

POCKETS: FEMALE POCKET
Two breast patch pockets with mitered corners and 1-1/4" ; TOPSTITCHED

: A HIDDEN FLAP
stitched pleats. Pleats shall be stitched top and bottom and full PEN/PENCIL i :

length of pleat to prevent spreading. Pocket to measure 5"  OPENING — .
wide, 5 deep. Each pocket to have hook Velcro, 3/4" long by
¥2" wide, positioned on both edges of pocket to correspond with
outer scalloped flap points as specified. Velcro to be stitched all
sides and to be sewn through pocket and shirt for added
reinforcement.

\ SEWN

| CREASES
L THROUGH
POCKET

__// AND FLAP

FLAPS:
Two-piece deep scalloped design to measure 5-1/4” across and 2- FLAP
1/4" in depth at center point, 1-3/4” at sides. Secured to shirtfront

approximately 3/8" above pocket. Left flap to have invisible pencil TOPSTITCHED FLAP
opening 1-1/4”. (Stop & start stitching for pencil opening : \
unacceptable and shall be cause for rejection.) Flaps to be 1/4" :
topstitched. Flaps to have woven interlining of #250 Dacron.
Creased and edge stitched pocket flap construction unacceptable.

9
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Under side of the flap to have looped Velero 3/4" long by 1/2" wide stitched all sides, positioned on outer
points of both pocket flaps to secure with corresponding Velcro strips on shirt pocket. Each flap shall have
a button centered on uncut sewn buttonhole.

SLEEVES:
Sleeves are to be straight and whole and to have a %" hem and to finish at a minimum of 8 %" long from
shoulder seam.

BUTTONS:
First grade 20-ligne melamine.

SEWING:

Collar, shoulder straps and pocket flaps to be topstitched %™ off the edge. Yoke to be topstitched 1/16" off
the edge. Sleeve inserting and side close felling seams are to be safety stitched.

THREAD:
All sewing threads to be color fast polyester wrap to match.

INTERLINING:
Collar, pocket flaps and top center to be interlined with #250 Dacron.

MILITARY CREASES:

There shall be five stitched-in sharp military creases on all shirts; one crease on each front to be centered
vertically, front creases shall be through pockets and flaps, spacing for three military creases across shirt
back to be proportionate to the size of the shirt.

CONSTRUCTION:

Collar and flaps are made with conventional construction. Top ply, bottom ply and interlining are first
stitched together, then turned right side out and finally topstitched.

STOCK SIZES:
Shirts must be available in the following sizes:

Bust Sizes 28-56

PATCHES:
Department of Corrections emblems are to be sewn on left and right sleeves % inch down from shoulder
seam. Patches provided by agency.

BADGE PATCH:
Embroidered badge patch to be sewn on left chest % inch above pocket. Patch to be provided by vendor.

NAME TAG:

Cloth military nametag to be sewn on right chest above pocket. These will be individual officer names to be
sewn on all shirts. Name tag provided by vendor. Department of Corrections will determine tag color and
name color.

SPECIFICATIONS FOR LINE 00006, ALABAMA DOC JACKET

DESIGN:

The jacket shall be a full cut, waist length model with a 2 way zipper front, synthetic fiber thermal insulation,
zip-in, zip-out liner, shirred waistband, and zippered side vents. Coat construction shall be used throughout
with body and sleeves fully lined.
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SHELL FABRIC:
The shell fabric shall be Black in color and two-ply 100% Taslanized Nylon Tactel® with a urethane back
coating and a durable water repellent finish.

ZIP OUT LINER:

The zip-out lining fabric shall be 230T 100% Nylon Taffeta. The insulation shall be synthetic fiber thermal
installation with a weight of 150 gram/sq/yd in the body and the sleeves. The insulation shall be quilted to
230T, 100% nylon Taffeta-and then-attached to an additional layer of lining fabric to prevent leakage through
the quilt stitch lines. There shall be deep vents to allow access to equipment when the shell side vents are worn
open.

The liner shall have long sleeves and 1 x 1 100% inside acrylic, knit wristlet with an inside loop to attach to
corresponding snap tab on the inside sleeve liner. The liner shall be bound with 1 9/16" nylon bias binding.
The side seams, shoulder seams, and sleeve seams shall be joined with a serge-sew safety stitch machine. The
armhole shall have a 1 x 1 ib knit insert to allow freedom of movement. There shall be one lower right inside
patch pocket. The pocket shall be bound with 1 9/16" nylon bias binding and shall be attached with a single
needle stitch.  Attached to the liner there shall be an interlining nylon zipper, center marked, and
interchangeable. The zipper shall be of sufficient length to be satisfactorily attached to the facing of the jacket.

BODY DETAIL — FRONT AND LINING:

The tront shall be plain with flapped patch pockets. There shall be wide inside facings of shell fabric sewn on
top of the nylon lining which extends to the front edge of the jacket. There shall be a one-piece back designed
with an articulated gusset for full freedom and ease of movement.

There shall be a separate 2" shirred waistband made of shell material sewn with 2 threads to stretched heavy
duty elastic. There shall be front bottom facings on the waistband formed from shell material and an interlining
5 1/2" on either side of the front opening. There shall be side vents on either side, approximately 11" in length
and secured by a nylon coil zipper with a snap tab closure 1” wide x 2" long. There shall be shoulders pads to
insure proper shaping. There shall be a reinforcement strip of shell material, approximately 3" wide, on the
bottom of the inside lining extending from side to side. There shall be wide inside front facings of shell
material attached to the nylon taffeta lining. There shall be a nylon coil zipper track sewn into the facing lining
to attach the zip-out liner.

INSIDE DETAILS:

On the left side of the coat, there shall be a gun pocket installed on the permanent lining of the coat to accept a
small frame handgun. The gun pocket shall have a minimum opening of 4 1/2" and be a minimum of 6" deep.
The gun pocket shall be furnished with a strap and snap closing. Bartacks shall reinforce the opening. There
shall be 2 cut-in pockets on the left and right sides measuring approximately 5 1/4" wide and 6" deep. There
shall be a strap and snap on the lining of each sleeve end for attaching the zip-in liner.

SLEEVES:
The sleeves shall be one-piece set-in with single needle stitching. There shall be a separate cuff piece formed
of shell material and heavy duty elastic with a 3" Velcro™ tab closure.

POCKETS:

There shall be two patch pockets with box pleats, finishing approximately 6 1/4" wide and 7 1/2" deep with
nylon binding. There shall be scalloped flaps made of shell material with an interlining. They shall close with
I”” Velcro™ squares on the corners and shall have a non-functional centered buttonhole. The pockets shall be
self-lined with an opening of approximately 5 1/2" on the side. The left patch pocket shall have a bartacked
pencil opening at the top of the flap. Both the pockets and the flaps are to be bartacked at all points of stress.

EPAULETS:

The epaulets shall be made of nylon Tactel® shell fabric. The epaulets shall be sewn into the sleeve head seam,
and "X" stitched, tacked to the jacket at the neck. There shall be a sewn eyelet to attach a non-functional metal
shank button and button ring on the epaulet.

BADGE TAB:

The badge tab shall be made of nylon Tactel® shell fabric and shall be 1" wide with 2, 24-ligne, metal
eyelets spaced 3/4" apart center to center. The badge tab shall be swift tab attached in the jacket pocket for
optional sew on the wearer.
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ZIPPER:

There shall be a YKK #5, 2-way Delrin zipper down the front of the garment that shall extend all the way to the
edge of the collar. There shall be two #5, nylon coil, non-separating 10 %" YKK zippers on each side vent of
the garment.

PATCHES:
Department of Corrections emblems are to-be-sewn on left and right sleeves % inch down from shoulder .
seam. Patches provided by agency.

BUTTONS:
The pocket flaps and epaulets shall have a sewn buttonhole to attach 24-LIGNE silver metal shank buttons.

THREAD:
All sewing shall be done with polyester core thread or 100% spun polyester thread.

SIZE TAG AND CARE INSTRUCTIONS:
Each jacket shall have a sewn-in woven size label. There shall also be a printed label with care and content
information.

ADDITIONAL INFORMATION CONCERING THE JACKET ONLY:
1. Manufacturer must be ISO 9001:2000 Certified. If requested, the bidder must submit a copy of their
certification within five (5) days of receipt of request.

2. Upon request, bidders must supply at least three (3) references to include contact names, addresses, and
phone numbers of agencies in the United States that have at least 100 uniformed personnel and whom are
currently purchasing the product submitted. Bidder must supply this information within five (5) days of
receipt of request.

3. Upon request, the bidder must supply written documentation, from the manufacturer, of the description
of the warranty. Bidder must supply this information within five (5) days of receipt of request.
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I NVI TATION TO BID NO 2213995 ADDENDUM NO: 01

STATE OF ALABANA

DEPTARTMENT OF FI NANCE REQ AGENCY © 999999

DI VI SI ON OF PURCHASI NG PURCHASI NG DI VI SI ON
AGENCY REQ NO :
T- NUMBER : TA180
DATE | SSUED : 05/28/10

I NVI TATI ON TO Bl D ADDENDUM VENDOR NO. :
VENDOR PHONE NO. :
SNAP REQ. NO. : 1431674
BUYER NANME : JENNI FER LORETZ
FOR: UNI FORMS - OFFI CERS BUYER PHONE NO. © (334) 242-7370

Bl D MUST BE RECEI VED BEFCRE:
DATE: 06/21/10 TIME 5:00 PM

BIDS WLL BE PUBLI CLY OPENED:
DATE: 06/22/10 TIME  10:00 AM

PLEASE READ ALL | NSTRUCTI ONS CAREFULLY

THE FOLLOW NG CHANGES ARE HEREBY ADDED TO AND MADE A PART OF
(' NVI TATI ON TO Bl D NUMBER 2213995 )

THE PURPOSE OF THI 'S ADDENDUM | S TO CHANGE THE THI RD S\SRD PARAGRAPH
OF THE "DELI VERY TI ME FRAME' TERM AND CONDI TI ON ON PAGE FOUR (4) OF
THE | NVI TATION TO BID TO READ AS FOLLOWE:

THE AWARDED VENDOR SHALL HAVE A PHYSI CAL LOCATI ON W THI N THE STATE

OF ALABAMA TO ALLOW CORRECTI ONAL OFFI CERS TO WALK I N AND PURCHASE

ADDI TI ONAL UNI FORM5.  THE VENDOR W LL BE REQUI RED TO PERFCORM FI TTI NGS

AT THAT LOCATI ON AND/ CR TO TRAVEL TO THE VARI QUS STATEW DE FACI LI TI ES

TO PERFORM FI TTI NGS, AT THE REQUEST OF THE AGENCY. THE VENDOR W LL BE
REQUI RED TO PERFORM CR HAVE PERFORMED ANY ALTERATI ONS AT NO ADDI TI ONAL
COST TO THE AGENCY.

Bl D RETURN AND BI D OPEN DATES REMAI NS THE SAME.

THE ADDENDUM MUST BE SI GNED AND RETURNED BY THE Bl D RETURN DATE.
FAI LURE DO TO SO WLL RESULT IN BI D REJECTION.  THE COPY REQUI REMENT
ON PACE 2 OF THE ORIA NAL | TB_ALSO APPLI ES TO THE ADDENDUM
* % * *x *x % * *x *x *x * * *x *x * * END O: AuINwM * % * * *x *x * * * *x * * * *x * *

STATEMENT OF UNDERSTANDI NG

|  UNDERSTAND THE ADDENDUM AND THAT | T MUST BE SI GNED I N | NK AND RETURNED
UNLESS | NDI CATED OTHERW SE) W TH THE BI D OR SEPARATELY, PROPERLY | DENTI FI ED AND
ECEI VED PRI OR TO DATE AND TI ME SPECI FI ED.

COVPANY NAME AUTHORI ZED ST GNATURE (TNK)
ADDENDUM NOTARI ZATI ON
NOT REQUI RED MATL ADDRESS TYPE PRI'NT AUTHORI ZED NAVE
Ty, STATE, ZITP




